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Basic Line 

• Hydraulic
• Full automatic
• Lifting capacity: 3500 kg 
• Llifting height: 1900 mm 
• 220V

JA3500T JA4200T-CJA3500

• Hydraulic
• Manuel safety lock release
• Lifting capacity: 3500 kg 
• Lifting height: 1900 mm 
• 220V

• Hydraulic
• Full automatic
• Quickarms
• Lifting capacity: 4200 kg 
• Lifting height: 1900 mm 
• 380V

About Jema Autolifte:
 
Jema Autolifte has in a short time developed the company from being a company 
with 3 employees, and today being represented in more than 12 countries worldwide!

Jema Autolifte daily export our products to our distributors in 12 countries around 
the world. All autolifts are designed and developed by Jema Autolifte, and in order to 
be able to develop innovative quality products for our customers worldwide, they are 
developed and redesigned on a weekly basis.

Jema Autolifte have selected products within 2 Post lifts, 4 Post lifts, Scissor lifts and 
Cassette lifts . Jema Autolifte has production in Europe and as well in the East. 
 
Jema Autolifte we are here to surprise.

NEW MODEL!

NEW MODEL!



Basic Line 

JA3500F (Mobile) JA4000F JA5500F

• Hydraulic
• Manuel safety lock release
• Lifting capacity: 3500 kg 
• Lifting height: 1850 mm 
• 220V
• Mobile kit and jacking beam is optional

• Hydraulic
• Full automatic
• Lifting capacity: 4000 kg 
• Lifting height: 1850 mm 
• 380V
• Jacking beam and LED Light is optional

• Hydraulic
• Full automatic
• Lifting capacity: 5500 kg 
• Lifting height: 1850 mm 
• 380V
• Jacking beam and LED Light is optional

• Hydraulic
• Lifting capacity: 1600 kg 
• Lifting height: 380 mm 
• Controlled by the hydraulic engine 
• Can only bed used on JA3500F

JA1600J-OIL JA1600J-AIR

• Hydraulic
• Lifting capacity: 1600 kg 
• Lifting height: 380 mm 
• Controlled by a hydraulic airpump 
• Ex. a jacking beam no. 2 on a JA4000F/JA5500F

JA2000J-AIR

• Hydraulic
• Lifting capacity: 2000 kg 
• Lifting height: 630 mm 
• Controlled by a hydraulic airpump 
• Jacking beam for JA4000F/JA5500F

Basic Line



Euro Line 

Jema Autolifte Euro line serie:
 
Jema Autolifte has expanded our product range for the last 2 years
therefore we also produce a European serie.

Jema Autolifte offers allot of different models, within scissor lifts, 
2 Post lifts, 4 Post lifts, and as a new thing, Jema Autolifte provide 
Cassette Lifts.

Jema Autolifte also produce Tyre changers and Wheel balancer 
equipment in Europe, so our customers have the opportunity to 
choose between our Basic line series or our Euro Line series when 
the workshop is to be replace or build up!
 
Jema Autolifte we are here to surprise.

JA3500P-E

• Hydraulic
• Automatic safety lock release
• Lifting capacity: 3500 kg 
• Lifting height: 1920 mm
• Inner wide: 725/1005mm
• Wide: 1665/1945mm 
• 380V



Euro Line 

Euro Line 

JA3500P-E MAXI

• Hydraulic
• Lifting capacity: 3500 kg 
• Lifting height: 1920 mm
• Inner wide: 725/1005mm
• Wide: 1665/1945mm 
• 380V

JA3500PA-E

• Hydraulic
• Automatic safety lock release
• Lifting capacity: 3500 kg 
• Lifting height: 1860 mm
• Inner wide: 2160mm
• wide: 2655mm 
• 380V

Jema stempel kassette lift JA3500PA-E har en  
løfte kapacitet på 3.5T og er en rigtig god og  
solid lift for det store autoværksted eller den  
kvalitets beviste bruger. 
 
Stempel liften er til nedsænkning i gulvet, så  
kun svingarmene ligger oven på jorden. 

Jema piston cassette lift JA3500P-E MAXI have a 
lifting capacity of 3.5T and is the perfect lift for 
the future eletrical cars and normal cars. 

JA3500P-E can be installed with a wider 
destiance between the pistons compaired 
to  JA3500P-E.



Jema Autolifte headoffice 

Garage with Jema Autolifte Euro line products!

Racing factory med Jema Autolifte produkter!



Garage with Jema Autolifte Euro line products!

Racing factory med Jema Autolifte produkter!

Værksted med Jema Autolifte Basic line produkter!

Euro Line 

JA9500BT-E

The JA9500BT-E is capable of only in 30 seconds to 
test vehicle brakes, shock absorbers and tracking!

With the JA9500BT-E, the workshop can test the car 
with the customer, therefore the customer can see 
any errors or corrections the car should have when 
servicing.

After the test is completed, a test report can be 
printed showing the condition of brakes, shock 
absorbers and tracking!

Brake, Track and Shock Absorber testlane

• Floor mounting
• Expected test duration 30 sec. 
• 220V electrical connection
• Laptop
• 32” Flatscreen 
• Length 293 cm
• Total wide 200 cm
• Height 4 cm
• CE approved



Basic Line

JA2800S (Mobile)

• Hydraulic
• Manuel safety lock release
• Lifting capacity: 2800 kg 
• Lifting height: 1200 mm 
• 220V
• Mobile kit included

JA3000S (Mobile)

• Hydraulic
• Full automatic
• Lifting capacity: 3000 kg 
• Lifting height: 960 mm 
• 220V
• Mobile kit included

JA6001S

• In-ground installation
• Information control box
• Hydraulic
• Full automatic
• Lifting capacity: 3000 kg 
• Lifting height: 1840 mm 
• 220V

BESTSELLER!

Euro Line 

JA3000S-E

Scissor lift JA3000S-E is a new product from Jema 
Autolifte! 

The lift is made of the best components and is 
therefore simply top quality.

The lift quickly reaches 960mm and takes cars up 
to 3000 kg. and with the included mobile kit, you 
can make the lift mobile in express mode and easily 
move it around the workshop depending where 
the lift is needed.

The scissor lift uses 380V and does not need any 
other type of installation.

Mobile Service Scissor lift

• Hydraulic
• Full automatic
• Lifting capacity: 3000 kg 
• Lifting capacity: 960 mm 
• 380V
• Mobile kit included



Euro Line 

JA3500T-E

One of our most popular lifts and for a reason! 
This is an electromechanical lift also called spindle 
lift. The lift has asymmetrical columns, and 
produced in Europe.

The lift to the large authorized workshop

2 Post ”Clear floor” lift

• Full automatic
• Elektromechanical
• Screwplatforms
• Lifting height 2000mm  
• Lowering time 45 sek
• Lifting time 45 sek  
• Lifting capacity 3500 kg
• European produced
• 380V

JA6500S-E JA5000F-E

• Ready for alignment
• Hydraulic
• Full automatic
• Lifting capacity 5000 kg
• Lifting capacity 1800 mm
• 380V
• European produced
• Jacking beam is optional
• (Can be delivered with a capacity of 12T)

Euro Line

• Hydraulic
• Full automatic
• Lifting capacity 2000 kg
• Lifting height 400 mm
• Produced in Denmark

JA2000J-E

Made in Denmark!

• Floor mounted
• Hydraulic
• Full automatic
• Lifting capacity 3500 kg 
• Lifting height 1930 mm 
• 380V
• European produced



Jema Autolifte A/S part of Jema Group Aps! 

Jema Autolifte your total supplier 

DWB DWB-1 DWB-2.2

Call now! Tel. (+45) 48180300

Jema Autoliftes products are innovative solutions for
sensible money! Contact us for more information

DWC DWC-2 DWC-3

DWC-8-E DWC-9-E DWC-10-E DWC-11-E

DWB-7-E DWB-8-E DWB-9-E DWB-10-E

Full A
utomatic

Laser pointer!


